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PFH Series ï Polypropylene Fume Exhaust Hood 

NO RUST, NO EXPOSED METALS 
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Applications: 
 

Semiconductor, Microelectronics, Waste & Water Treatment, Research & Trace Metal Labs, Chemical Analysis, 
Pharmaceutical Manufacturing, Curing, Etching Processes, Plating Processes, Cleaning Processes, Photonics 

 
Description: 

 

Fabricated from white polypropylene, an extremely durable & non-corrosive thermoplastic; 
highly resistant to most acids, solvents & other liquids. The basic console fume hood 
requires a remote exhaust system. Unit consists of a white polypropylene structure with a 
sliding adjustable clear Polycarbonate sash, internal LED lighting, front control panel, a solid 
reinforced work surface with front lip, removable rear baffles for cleaning and hinged doors 
for storage below the work surface. Units include front Airfoil, allowing air to flow smoothly 
into work chamber while sash is closed. Average face velocity = 80 fpm +/- 20 fpm (proper 
exhaust is required). UL 1805 Listed Hoods are available, ASHRAE 110 Tested, SEFA 8P. 

 

Construction: 
 

Å 1/2ǌ & 3/8ǌ white stress relieved polypropylene 

Å Vented storage cabinet with leg levelers ï SEFA tested 

Å Adjustable rear wall baffles for exhaust air. 

Å Heat welded support seams for additional strength. 

Å Reinforced work surface for heavy loads. 

Å </*0.5ǌ static pressure drop across hood 

Å Vented Base Cabinet including leg levelers 

Å Rear exhaust plenum terminates at 10ǌ ï 14ǌ dia. collar. 

Å Counterbalanced Polycarbonate Vertical Sash or Manual Face Shield 

Å Hoods are fabricated with all internal plumbing, electrical & instrumentation. 

 
Basic Fume Hood ï includes manual face shield, wider work surface, curved front 
Fume Hood ï includes counterbalanced sash, utility chase on Right & Left side of hood 

 

Electrical & Power Requirements: 
 

All electrical component are UL / NEC Compliant, Standard 115V, 15A, 1 Ph, 60 Hz, Junction box (sealed ï 
weather tight) for hard wiring. 

 

Lighting: 
 

Å LED lighting. 125 ft. candle =/-20 ft. candles. 
 

Options: 
Å CONSTANT VOLUME HOODS Available 

Å Angled manual adjustable face shield with 12ǌ opening at face 

Å Electrical Duplex GFI receptacles with Poly carbonate cover 

Å Exhaust Failure Audible / Visual Alarm 

Å Polypropylene Sink with drain 

Å Polypropylene faucets with direct or remote control valves 

Å Fixtures including, DI Water spray gun, Nitrogen spray gun, Vacuum, Air, Gas 

Å Onsite installation by LM Airôs trained, professional installation staff 

Å Flame Retardant Polypropylene construction available ï CPVC, FM4910, UL94V0 

Å UL 1805 Listed Hoods are available 

Å Epoxy or Stainless Steel Countertops ï wells 

Å Special process Tanks, Baths, Sinks, City/ DI fixtures, Hotplates, Spinners, Rinsers, Wells 
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PFH Series ï Polypropylene Fume Exhaust Hood 
 

NO RUST, NO EXPOSED METALS 

 

 

 
Model/Dimensions: 

 
LM Airôs 
Model 

 

Width 
Exhaust Air 

Volume 

Lamps Shipping 
Weight Qty Watts 

PFH-3C 36ǌ 300 CFM 2 20W 400 lbs. 

PFH-4C 48ǌ 400 CFM 2 30W 450 lbs. 

PFH-5C 60ǌ 500 CFM 2 40W 550 lbs. 

PFH-6C 72ǌ 600 CFM 4 20W 600 lbs. 

PFH-8C 96ǌ 800 CFM 4 30W 700 lbs. 

 

Sample Drawing: 
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UL 1805 Classified Polypropylene Fume Hoods 
 

July 2012 
 
LM Air Technologyôs is proud to announce that their PFH Series - Polypropylene fume hood 

product line is the -ONLY- UL 1805 Classified Polypropylene Fume hoods. The hoods have been 

designed, engineered and tested to incorporate the latest in technology, performance and ergonomic 

design. The UL 1805 standard encompasses the overall construction, quality, materials, electrical 

(NEC with UL components), flammability, acid testing and ASHRAE 110 containment performance. 
 

PFH Series - Polypropylene Fume hoods have been designed to 

function properly at the current lower face velocities and can be 

used as variable flow or constant volume hoods. A sleek flush 

design is incorporated into the front face and counterbalanced 

sash including the under sash mounted airfoil. PFH Series hoods 

are available at 34òD (fitting thru standard door openings) in sizes 

from 3ô to 8ô widths, vented base cabinets are incorporated and 

integral to the hood. 
 

We received factory classification status from Underwriters 
Laboratories & view UL 1805 as a much needed comprehensive 

3rd party certification for lab fume hoods. A comprehensive 

standard encompassing performance and construction criteria; 

electrical and mechanical hazards, flammability and acid 

resistance and air flow / exhaust characteristics for personal 

protection, which equates to a ñsafeò hood. 
 

UL 1805 is the first UL standard developed specifically for labeling fume hoods. Lab fume hoods are 

ñUL 1805 Classifiedò (fume hoods are not UL ñListedò or UL ñReferencedò). Also, UL 61010 relates to 

the electrical component of the hood, not the entire hood and cannot be ñUL 61010 Classifiedò. 
 

Fume hoods can be field tested by UL at the job site or factory classified. All factory testing should be 

performed by a UL certified tester. Factory "UL Classified" fume hoods come with the UL 1805 label 

affixed. Factory labeling ensures proper fume hood performance and construction in compliance with 

UL 1805 and eliminates potential delays associated with on-site field testing. 
 

Fume hoods are important safety devices in chemical / acid laboratories. The UL 1805 standard helps 

assure specifiers, customers and local inspectors of verifiable construction and performance. 
 

Visit ULôs online certification directory- 

http://database.ul.com/cgi-bin/XYV/cgifind.new/LISEXT/1FRAME/srchres.html 

mailto:www.Sales@LMAIRTECH.com
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UL 1805 Classified Polypropylene Fume Hoods 

 

July 2012 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Setting the standard for Polypropylene chemical / acid fume hood manufacturers; LM Air 

Technology has received Underwriters Laboratories - classification under UL 1805 - the fume 

hood standard. 
 
UL 1805 Classified Fume Hoods are tested for overall construction, flammability, electrical, 

acid resistance, air flow, operator protection and mechanical hazards. 
 
LM Air is also an active member of SEFA (Scientific Furniture & Equipment Association). 

 
Visit ULôs online certification directory - 

http://database.ul.com/cgi-bin/XYV/cgifind.new/LISEXT/1FRAME/srchres.html 
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APPLICATIONS: 
Semiconductor, Microelectronics, Waste & Water Treatment, Research & Trace Metal Labs, Chemical 
Analysis, Pharmaceutical Manufacturing, Curing, Etching Processes, Plating Processes, Cleaning Processes, 
Photonics 

 
DESCRIPTION: Designed as an exhausting vertical laminar airflow clean workstation, it is to be used when 
toxic odors & fumes are present. Intake air passes through a HEPA filter (99.99% efficient on .3 microns) 
providing an ISO 5 / Class 100 airflow into the work chamber & downward through the perforated work 
surface. Air is then exhausted through the internal rear wall & ducted for discharge at the top of the unit. A 
remote exhaust air system is required to balance the work chamber's airflow pattern. Polypropylene offers 
immunity to corrosion, resistance to acids & solvents, non-conductive properties, with minimal maintenance. 
Unit includes a vented, full depth base cabinet. Individually tested & certified to meet the specifications for 
Laminar Flow Clean Air devices as per Institute of Environmental Science- IES-RP-CC-002-86, SEFA 8P. 

 

 

Specifications (click here for Model / Dimensions) 

Construction: 
Å 1/2" white stress relieved polypropylene. 

Å Heat welded support seams for additional strength. 

Å Support ribs under work surface. 

Å Front loaded HEPA filter. 

Å Counterbalanced Vertical sash (clear polycarbonate). 

Å Vented storage cabinet with leg levelers ï SEFA Tested 

Å Work s u r f a c e  p e r f o r a te d  f ron t  a n d  r e a r  f o r  
l a m i n a r  f l o w , removable for cleaning. 

Å Rear exhaust plenum terminates at 10" - 14" dia. collar. 

Å Fabricated with all plumbing, instrumentation and 
electrical complete (as per option requested). 

Å Includes Polypropylene Hinges, Handles, Screws & Sash rope. 
 
Airflow: 

Requires facility exhaust. Average clean air velocity 80 fpm (+/-20 uniformity). Negative resistance, .50 IWG 
 

Filter: 
Three inch HEPA (High Efficiency Particulate Air) type, aerosol challenged, zero probed. Aluminum frame 
mini-pleat    design.    Minimum    efficiency    of    99.99%    at    .3    microns.    (ULPA    filters    available) 

Prefilter: 1" bonded polyfiber media minimizes surface-loading. 78% arrestance ---- 56-57 ASHRAE 
 

Electrical & Power requirements: 

All electrical components are UL / NEC Approved. Standard 115V, 15A 1 Ph, 60 Hz 
 
Motor/Blower Assembly: 
High efficiency motors to reduce electrical load. Motors are thermally protected & self-lubricating. High capacity 
curved blowers with direct drive motors or backward curved Impellors. 

 

Lighting: LED lighting. 125 ft. candle +/-20 ft. candles. 

 
Controls: 
Solid state, adjustable airflow control, 80-120 fpm, 15A max. load capacity, internally mounted to prohibit 
accidental change. Compact switches on face panel for motor & lights. 

mailto:www.Sales@LMAIRTECH.com
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PVE SERIES - Polypropylene Vertical Laminar Flow Workstation 
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OPTIONS: 

Å Available as Constant Volume Hood 

Å Electrical Duplex GFI receptacles with Poly carbonate cover 

Å Exhaust Failure Audible / Visual Alarm 

Å Polypropylene Sink with drain 

Å Polypropylene faucets with direct or remote control valves 

Å Fixtures including, DI Water spray gun, Nitrogen spray gun, Vacuum, Air, Gas 

Å Onsite installation by LM Air's trained, professional installation staff 

Å Flame Retardant Polypropylene construction available - CPVC, FM4910, UL94V0 

Å Epoxy OR Stainless steel work surface - wells 

Å Special process Tanks, Baths, Sinks, City/ DI fixtures, Hotplates, Spinners, Rinsers, Wells 
 

 
Model / Dimensions: 

 

 
LM Air 
MODEL 

OUTSIDE 
WIDTH 

INSIDE 
WIDTH 

Min Exhaust 
Air Volume 

HORSE 
POWER 

AMPS MOTORS SHIP 
LBS. 

PV-324-E 37.25 36.25 660 1/3 5.1 1 600 

PV-424-E 49.25 48.25 880 1/3 5.1 1 800 

PV-524-E 61.20 60.25 1100 1/3 10.2 2 920 

PV-624-E 74 73 1320 1/3 10.2 2 1200 

PV-824-E 97 96 1760 1/3 10.2 2 1500 

 

Sample Drawing 
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MWPS Series - Modular Wet Process Station ï Polypropylene 
 

NO RUST, NO EXPOSED METALS 

 

 

 

 

APPLICATIONS: 
Semiconductor, Microelectronics, Waste & Water Treatment, Research & Trace Metal Labs, Chemical 
Analysis, Pharmaceutical Manufacturing, Curing, Etching Processes, Plating Processes, Cleaning Processes, 
Photonics 

 
DESCRIPTION: 
Wet process stations are manufactured as free-standing units for use in labs and cleanrooms. The unit is 
constructed of white, stress relieved polypropylene (also Flame retardant ï UL94VO, FM4910), a highly 
durable acid & solvent resistant material. Units are custom made, incorporating all the options necessary for a 
specific function, minimal pressure drops. (requires facility exhaust). The MWPS offers great flexibility & 
upgradeability including replacement of work surfaces, control panels, etc. 

 
Specifications: 

Construction 

Å Heat welded seams for extra strength.  

Å 1/2" & 3/8" white stress relieved polypropylene 

Å Perforated or solid work surface radiused front edge. 

Å Vented Base Cabinet including leg levelers 

Å Polypropylene Hinges, handles, screws ï No Exposed Metals 

Å Rear exhaust port for vertical or horizontal connection. 

Å Hinged vented doors on storage area. 

Å Designed to have minimal pressure drop. 

Å Leg Leveler ï heavy duty Polypropylene adjustable from inside 

the base cabinet 

Å All internal plumbing & electrical, terminating at bulkhead fittings 

on rear wall. 
 

 
Electrical & Power Requirements: 
All electrical components are UL / NEC Compliant, Standard 115V, 15A, 1 Ph, 60 Hz, Junction box (sealed - 
weather tight) for hard wiring; LED Lighting 

 
Options: 

Å Electrical duplex receptacle  

Å Exhaust Failure Audible / Visual Alarm 

Å Polypropylene Sink with drain 

Å Polypropylene faucets with direct or remote control valves 

Å Fixtures including, DI Water spray gun, Nitrogen spray gun, Vacuum, Air, Gas 

Å Onsite installation by LM Air's trained, professional installation staff 

Å Flame Retardant Polypropylene construction available - CPVC, FM4910, UL94V0 

Å Epoxy or Stainless Steel Countertops ï wells 

Å Special process Tanks, Baths, Sinks, Hotplates, Spinners, Rinsers, Wells 

mailto:www.Sales@LMAIRTECH.com
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MWPS Series - Modular Wet Process Station ï Polypropylene 
 

NO RUST, NO EXPOSED METALS 
 

 
 

Model / Dimensions: 
 

LM Air 

Model # 

M 

Width 

inimum Exhaust 

Air Volume 

 

 
Negative Resistance 

MWPS-4 48" 400 .50 IWG 

MWPS-5 60" 600 .50 IWG 

MWPS-6 72" 600 .50 IWG 

MWPS-8 96" 700 .50 IWG 
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CSE Series - Polypropylene Casework & Cabinets 
 

NO RUST, NO EXPOSED METALS 
 
APPLICATIONS: 
Semiconductor, Microelectronics, Waste & Water Treatment, Research & Trace Metal Labs, Chemical Analysis, 
Pharmaceutical Manufacturing, Curing, Etching Processes, Plating Processes, Cleaning Processes, Photonics 

 
TYPES of Cabinets, Tables, Casework: 

Å Base Cabinets (BC) 
Å Sink Base Cabinets (SB) 
Å Tall Storage Cabinets (TC) 
Å Tables, Desks 

Å Wall Cabinets (UC) - (Polypropylene, Framed or Clear Doors) 

Å Pass-Thruôs, Pipe Chase 

 
DESCRIPTION: Choose from a variety of Standard or Custom Designs. 

100% Polypropylene Quality including Hinges, Latches, Handles, Screws, 

Doors & Drawers. Fillers, Scribes & Chases fabricated to fit your space 

precisely & accurately. Counter Tops Available with sink cutouts, faucets, baths, tubs, etc. 

 
SPECIFICATIONS: 

Å 100% Polypropylene, seam-welded construction (1/2ò & 3/8ò). Metal 

free, longer lasting, superior construction. 

Å Ergonomic Design includes a larger work space & an unobstructed 

view. 

Å Flexible designs incorporating the use of other Flame Retardant 

Polypropylene (FM4910 or UL94VO) & Thermoplastics, such as PVC, 

PVDF. 

Å Custom built to meet your individual needs. 

Å Includes 4ò x 3ò toe kicks, front face, door catches, adjustable shelf 

support, counter supports, intermediate rails between doors & Polypropylene drawers & glides. 

Å Polypropylene or Clear doors (standard or framed) 

Å Upper Cabinet doors - clear (PVC, Polycarbonate, Acrylic) or solid Polypropylene 

Å Hinged or Sliding doors 
 
 

POLYPROPYLENE ACCESSORIES/ OPTIONS: 

Å Sinks, Cup Sinks, Gooseneck Faucets 

Å Sprayers, Fixtures 

Å Hinges, Screws 

Å Baths 

Å Piping & fittings 
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